
 
 

 AEC Illuminazione S.r.l.    
www.aecilluminazione.it - aec@aecilluminazione.it 

 
 

P
ro

d
u

c
t 

S
h
e

e
t 

 

TECHNICAL DIVISION    SP_ Up-LED 0H                   Rev.  SEP-14 

 

  

  

 
 

 
 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Up-LED 0H 

MAIN CHARACTERISTICHS 

Applications Street lighting 

Optic 

S: Rotosymmetric optic for urban and street lighting. 
Colour Temperature: 4000K  (3000K optional) 
CRI  ≥ 70 
Photobiological Safety Class: EXEMPT GROUP  
LED source efficiency: 139 lm/W @ 525mA, Tj=85°C 
Photometric classification : Cut-off 

Insulation class II (I optional) 

Protection degree IP66 

Tilt angle 0°  

Fixing Post-top Ø60mm 

Gear tray Removable. 

Dimensions and 
weight 

575x230mm 
7Kg 

Side surface 0,06m
2
 

Top surface 0,26m
2
 

Main reference 
standards 

EN 60598-1, EN 60598-2-3, EN 62471, EN 55015, EN 61547, EN 
61000-3-2, EN 61000-3-3 

        
ELECTRICAL CHARACTERISTICS 

Rated voltage 220÷240V 50/60Hz 

LED Current 
525mA 
700mA 

Power factor >0,9 (at full load) 

Connection 
External connector IP66/67 for cables max. section 2.5mm

2
.  

Max external diameter of cable: 9÷12mm. 

Control system 
(optional) 

F: Fixed output. 
DA: Automatic dimming with default profile. 
DAC: Custom DA profile. 
PLM: Single point communication module. 

Surge protection 
Pulse withstand class  I: up to 10kV 
Pulse withstand class II: from 5kV to 7kV 

Optical unit  lifetime 
(Ta=25°C) 

525mA 

>70.000hr B20L80 (including critical failures) 
<100.000hr L80, TM-21 

700mA 

>60.000hr B20L80 (including critical failures) 
>100.000hr L80, TM-21 

MATERIALS 

Fixing Die-cast aluminium  UNI EN 1706 

Upper canopy Aluminium 

Optic ABS 

Screen PMMA 

Gasket Polyurethane 

Color Graphite (Cod. 01) 

 

 
 

S Optic 

All the published photometrical data has 
been obtained according to  

EN 13032-1 and IES LM 79-08 

 

DA Profile 

PLM 
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The tables below describe the flux and output power of the available versions. These 

parameters are necessary in order to guarantee a correct comparison of the luminaire 

performance. 

In particular, the luminaire efficiency (expressed in lm/W) must be calculated as the 

ratio between the output luminous flux of the luminaire and the power absorbed by the 

input power supply unit. 

For the sake of completeness the tables also show the data of the nominal flux and 

power of the used LED. 

 

525mA 700mA

8 1300 1700 1440 1840

16 2660 3370 2880 3680

24 3980 5000 4320 5520

N. LED 525mA 700mA 525mA 700mA

8 13 19 12 16

16 28 37 23 31

24 40 53 35 47

525mA 700mA

8 100 89

16 95 91

24 100 94

N. LED
S Optic

 ( Ta=25°C, lm/W)

LUMINAIRE EFFICACY

F and DA version at full load

LUMINAIRE FLUX
1

RATED LED FLUX
2

(Ta=25°C, 4000K, lm) (Tj=85°C, 4000K, lm)

RATED LUMINAIRE POWER
1 

RATED LED POWER
2

 ( Ta=25°C, Vin=230Vac, W)

N. LED 525mA

( Tj=85°C, W)

700mA
S Optic

 
 
Note: The characteristics of the product listed above are subjected to change.  
They will be confirmed in case of order. 
Values indicated in this technical sheet are to be considered rated values subject to a tolerance of +/-5%. 
 
1:Rated data obtained in laboratory 
2:Rated data extrapolated from LED manufacturer datasheet. 

 

 

Multiplier to obtain the flux as a 

function of Ta and Tk. 

Ta(°C) Multiplier 

50 0,95 

40 0,97 

25 1,00 

15 1,01 

5 1,02 

0 1,03 

Tk (K) Multiplier 

3000 1.00 

4000 1.00 

 

 

Multiplier to obtain the power as a 

function of Ta. 

Ta (°C) Multiplier 

50 0.99 

25 1.00 

0 1.01 

 

Legend: 

Ta =Ambient temperature. 

Tk = Colour temperature. 

 

Example luminaire calculation 

data 

Ta = 40°C 

Tk = 3950K 

16 LED, 525mA, Ottica S 

Flux: 2660 x 0.97 x 1.00 = 2580.2 lm 
Power: 28 x 0.98 = 27.4 W 

Efficiency: 2580.2  / 27.4  = 94 lm/W 

 
 
 

 

 

 

 

 

 


